The specifier will need to edit this product specification for a specific project to reflect the options and applications being used.  This guide section has been written to show items to be determined reflected in italic red.  PalmSHIELD does not warrant that these specifications are complete and applicable to all applications.  It is the specifier’s responsibility to assure that use of these specifications is an appropriate fit for the site and conditions. 

PART 1 -  GENERAL:

1.01 SECTION INCLUDES:
A. The work in this section shall include furnishing all labor, materials, equipment and appliances necessary to complete all commercial ornamental swing gates required for this project in strict accordance with this specification section and drawings.  

1.02 REFERENCES:
A. Underwriters Laboratory Gate Operator Requirements (UL 325). 
B. ASTM F 2200 Standard Specification for Automated Vehicular Gate Construction.
C. American Welding Society AWS D1.2 Structural Welding Code
D. ASTM F 900 Standard Specification for Industrial and Commercial Swing Gates. 

1.03 SUBMITTALS:
A. Product Data:

1. Provide manufacturer’s printed specifications and installation instructions.

B. Shop Drawings:

1. Supply shop drawings showing the gate system, including details of all major components to be provided. 

2. Include details of gate construction, gate height, and post spacing dimensions.

C. Certifications:

1. The aluminum welders and welding process must be certified per AWSD1.2
PART 2 -  PRODUCTS:
2.01 SWING GATE MANUFACTURER:

A. The swing gate shall be manufactured by PalmSHIELD, 12330 Cary Circle, La Vista, Nebraska 68128
B. Approved Substitution:  All other systems must be submitted to the design team in accordance with substitution requirements as set forth in the general provisions of the specification manual for approval prior to the bid date.  Products submitted after the bid date will not be approved. 

C. Gate manufacturer shall provide independent certification as to the use of a documented Welding Procedure Specification and Procedure Qualification Record to insure conformance to the AWS D1.2 welding code.  Upon request, Individual Certificates of Welder Qualification documenting successful completion of the requirements of the AWS D1.2 code shall also be provided.  
2.02 GATE CONSTRUCTION DETAILS:
A. Gate Frame:

1. The gate frame shall be fabricated from 6063-T6 aluminum alloy extrusions.  The top member shall be a 2” x 2"aluminum structural channel/tube extrusion weighing not less than 1.6 lb/ft or a 2” x 1” aluminum structural channel.  The bottom member shall be a 2” x 2"  aluminum structural tube weighing not less than 1.6 lb/ft.. 

2. Vertical Members:The vertical members at the ends of the opening portion of the frame shall be 2” x 2” (51mm x 51mm) in the cross section weighing not less than 1.1 lb/lf (1.6kg/m).  

3. All welds on the gate frame shall conform to Welding Procedure Specification and Procedure Qualification Record to insure conformance to the AWS D1.2Structural Welding Code.  All individual welders shall be certified to AWS D1.2 welding code.  
4. Each gate leaf shall be provided with a minimum of two pivoting hinges to allow proper operation, and shall be connected to the gate side of the hinge by means of two through-bolts.

B. Diagonal Bracing:

1. Diagonal "X" bracing of 3/16" or 1/4” diameter stainless or galvanized steel cable shall be installed throughout the gate to provide additional vertical adjustment.

C. Posts:

1. Gate hanger posts shall be sized in accordance with gate dimensions as specified by the manufacturer.  Height of the post and depth of footing shall be as specified by the engineer.

D. Lock:

1. Single gates shall have a Ultra Latch as manufactured by American Fence Company to provide a means for locking with a padlock.

2. Double gates shall have a Ultra Latch as manufactured by American Fence Company and each leaf shall have a lockable drop rod assembly for securing the gate to the adjoining surface below. 
E. The gate shall be completed by installation of approved filler as specified.  The gate filler will be a architectural solid screening as defined.
1. 1” x 6” x .93 wall thickness 6063-T6 aluminum alloy extrusion.  Planks shall be tongue and groove tubular picket placed horizontally or vertically between the pickets.  

2. 1” x 6” x .90 wall thickness vinly plank with a wood grain and color to be selected. ‘

3. 1” x 6” solid composite vinyl plank with a wood grain and color to be selected. 
F. Finish:

1. Gate to be mill finish aluminum or color coated with polyester powder as specified. If powder coated, the gate and all accessories shall be pretreated chemically by sand blasting or other acceptable method to ensure proper coating adherence.  Gate posts (to be supplied by others) shall be galvanized or coated as specified by the design team.

PART 3 -  EXECUTION:
3.01 INSTALLATION:

A. Excavate, place concrete and install specified sized posts as detailed, and in accordance with approved shop drawings.  Install hinges on gate frame and gateposts.  Make final adjustments to maintain alignment of gate leaves.  Install equipment of this section in strict accordance with the company’s printed instructions unless otherwise shown on the contract drawings.

B. The gate and installation shall conform to ASTM F 900 standards for aluminum swing gates. 
C. If the gate system is automated, the gate and installation shall comply with UL 325 Gate Operator Requirements and ASTM F 2200, Standard Specification for Automated Vehicular Gate Construction. 
3.02 SYSTEM VALIDATION:

A. The complete system shall be adjusted to assure it is performing properly.

B. The system shall be operated for a sufficient period of time to determine that the system is in proper working order.

C. For operated gate systems - test and explain safety features:

1. Each system feature and device is a separate component of the gate system.

2. Read and follow all instructions for each component.

3. Ensure that all instructions for mechanical components, safety devices and the gate operator are available for everyone who will be using the gate system.

4. The warning signs shipped with the gate operator must be installed in prominent position on both sides of the gate.

5. Ensure the owner is clear with regard to the safety points concerning the basic operational guidelines of the safety features of the gate operator system.  These safety points are listed in the gate operator manual and must be read prior to system use.

Note:  PalmSHIELD reserves the right to modify and/or make changes as deemed necessary without previous notice.
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